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Pool AOP 80 Pool AOP 150 Pool AOP 250 Pool AOP 500
Operation
Bath size (m3) 80 150 250 500
Capacity (m3/h) 1.1 2.5 4.0 8.0

UV chamber
Material 316L / 1.4404 RVS 316L / 1.4404 RVS 316L / 1.4404 RVS 316L / 1.4404 RVS
In-/Outlet Connections DN50 DN50 DN50 DN50
Dosing point connection 0,5" BSP 0,5" BSP 0,5" BSP 0,5" BSP
Pressure Drop <0.1 bar <0.1 bar <0.1 bar <0.1 bar
Max. Pressure 10 bar with 25°C 10 bar with 25°C 10 bar with 25°C 10 bar with 25°C
Mounting orrientation Horizontal or vertical Horizontal Horizontal Horizontal
Diameter - A (mm) 154 89 129 204
Height - B (mm) 177 144 164 202
Installation demensions- C (mm) 1161 1576 1576 1576
Length - D (mm) 1269 1718 1726 1747
Required working space - E (mm) 2400 3200 3200 3200
Weight (kg) 18 25 35 60
Advanox by-pass diameter (mm) d32mm d32mm d50mm d50mm

UV-C lamp
Lamptype 120W Long Life 350W Long Life 600W Long Life 600W Long Life
Preferred water temperature (°C) 5 °C - 30°C 5 °C - 30°C 5 °C - 30°C 5 °C - 30°C
Total UV-C output (Watt) 38 110 192 192
Lamp lifespan (hours) 12000 12000 12000 12000
Number of lamp 1 1 1 1

Control Unit
Material Aluminium & ABS Coated steel Coated steel Coated steel
Dimensions (lxbxh) 300 x 160 x 110 mm 400x400x210 mm 400x400x210 mm 400x400x210 mm
Weight (kg) 2.1 ±8 ±8 ±8

Control features

Lamp status, lamp hours, 
system running time, volt 

free alarm contacts

Lamp status, lamp hours, 
system running time, volt 

free alarm contacts

Lamp status, lamp hours, 
system running time, volt free 

alarm contacts

Lamp status, lamp hours, 
system running time, volt free 

alarm contacts
Operating Voltage 230 VAC, 50/60 Hz 230 VAC, 50/60 Hz 230 VAC, 50/60 Hz 230 VAC, 50/60 Hz
Electrical connection 6 A C-char./4A D-char. 16 A C-char./10A D-char. 16 A C-char./10A D-char. 16 A C-char./10A D-char.
Protection rating IP55 IP54 IP54 IP54
Preffered ambient temperature (°C) 5°C - 35°C 5°C - 35°C 5°C - 35°C 5°C - 35°C
Total Power Consumption (Watt) 140 380 660 660

Power Consumption
In Wh/m2 at dose of 5000 J/m² 127 154 165 82.5

Approvals
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Compatibility Directive (EMC) 

2014/30/EU, Machinery 
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