
MULTI-SPECTRUM COAGULANT & FLOCCULANT

The biological approach to  
exceptional water quality

LOWER RUNNING COSTS  
Reduced chemical and 
maintenance costs.

EXCEPTIONAL 
WATER CLARITY
Better swimming experience

      
   Preventing algae and bacterial growth natural ly

Swimming 
Pools

www.drydenaqua.com

80% 

USE UP TO

LESS CHLORINE

Most pool treatments react to problems after 
they appear. APF® removes the nutrients 
and organic contamination that fuel algae 
and microbial growth before they become a 
problem. No food. No growth. Cleaner water. 
Less chlorine. Naturally.
 

SAFER, HEALTHIER WATER 
Enhanced swimmer 
protection

UP TO 80% LESS CHLORINE 
VS TRADITIONAL SYSTEMS
Cleaner water and air

REMOVES POLLUTION DOWN TO 0.1 MICRON      

PREVENTS ALGAE & BACTERIAL GROWTH

REDUCES RUNNING COSTS SIGNIFICANTLY

Through biological prevention, not chemical reaction.



STEP 1: COAGULATION
Transforms dissolved 

substances into fine particles

STEP 2: FLOCCULATION
Binds particles together to 

form larger flocs

1 UNMATCHED WATER CLARITY AND SAFETY
APF® and AFM® remove microscopic contaminants, pathogens, 
and algae nutrients down to 0.1 micron (0.0001 mm)—a level of 
filtration unmatched by conventional sand filters. By preventing 
these contaminants from returning to the pool, they deliver the 
safest and clearest possible water for swimmers.

BETTER FILTRATION = FEWER CHEMICALS = CLEANER AIR
By removing contaminants before chlorine has to oxidise them, 
APF® and AFM® dramatically reduce chlorine demand. Less 
chlorine means less unwanted chlorine by-products such as 
trichloramines, the compounds responsible for chlorine odours, 
eye irritation, and poor air quality.

LOWER COSTS. SMALLER FOOTPRINT.
APF® and AFM® do more with less—less chlorine, less water 
waste, and less energy consumption. Greater efficiency 
means lower operating costs and a more sustainable pool. 
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DOSAGE: 0.3 - 1.0 ML PER M3 OF FILTERED WATER
(e.g. if flowrate = 10m3/h → 3 – 10 ml per hour) 

RUNS AUTOMATICALLY WITH FILTRATION
APF® can be injected right before or directly into the 
filtration pump

Dose APF® with a flocculation pump
before your AFM® filter
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How does it work?
The science behind APF®  

Coagulation Flocculation

Removes Dissolved Pollution - 
Not Just Suspended Particles. 
Eliminates the main source of 
chlorine demand. 

5 Active Components Working 
in Synergy. Effective across a 
wide range of contaminants, 
including phosphates.
 
Highly Concentrated Formula. 
Exceptional efficiency with 
minimal dosing.

REMOVED BY AFM® FILTRATION
Filtration efficiency is increased by 

a factor 10, down to 0.1 micron

Not your typical flocculant  

 
Available in 

20L canisters


